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M7419 SERIES 
 DC/DC POWER SUPPLY 

 

 

      
       PRODUCT HIGHLIGHTS 
 

• MINIATURE 
• HIGH DENSITY 
• SINGLE OUTPUT 
• DC/DC CONVERTER 
• UP TO 50W 

Techaya MILTECH™ 8P is a Rugged Tactical 8 Ports USB 
Charger. 
Due to the increase in use of USB based electronic devices 
such as Smart phones, Tablets, PDA’s in many military 
applications, there is a constant need to charge these devices 

MILTECH™ 8P
A Rugged Tactical USB Charger

in battlefield environments, such as ground combat vehicles, 
using standard charging cables.
The rugged MILTECH 8P mounted inside ground combat 
vehicles, can charge up to 8 USB based electronic devices 
simultaneously while providing 5Vdc, 2A per port.

SPECIFICATIONS

• Power – D38999/24WA98PA
• USB Connector – UJ2-ADH-1-TH (Standard USB inlet)

CONNECTORS:

• Low profile rugged machined aluminum
• Conductively cooled
• Ingress protection against sand, dust
• Anodize Coating, MIL-A-8625, Type II, Class 2

CHASSIS:

• 24Vdc Nominal (9-36Vdc)
• MIL-STD-1275 for power input
• Short circuit protection per port

VOLTAGE

• Charging Capabilities: 2A/5V per port PERFORMANCE:

• Power Consumption: 80W maximum at full load
• Chassis Grounding
• Power LED

POWER:

• Dimensions: 114mm (L) x 95mm(W) x 36.5mm(H) 
including Power connector & dust cap

• Dimensions: 4.49’’(L) x 3.74’’(W) x 1.44’’(H) including 
Power connector & dust cap

• Weight - 300g, including dust cap
• IP51
• Design to meet MIL-STD-810 and MIL-STD-461

PHYSICAL:

• 2 x Mounting hole for Screw # 5/16 UNCINSTALLATION:

• No moving parts. Passive coolingCOOLING:

• -45ºC to +85ºC (-49ºF to +185ºF). Cold Start-UpOPERATING TEMP:

• -45ºC to +85ºC (-49ºF to +185ºF)STORAGE TEMP:

PRODUCT DESCRIPTION
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ORDERING INFORMATION
DESCRIPTIONPART NUMBER

• Tactical 8 ports USB charger1-8P-000

BA

C

*All measurements are in millimeters
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NOTES:
1.     MATERIAL: AL.ALLOY 6061-T651 PER AMS QQ-250/11 OR AMS QQ-A-225/B.
2.     THE SOLID MODEL FILE MAY BE USED FOR MANUFACTURING AND DIMENSIONAL MEASUREMENT PURPOSES
        AND SHALL BE USED FOR DEFINITION OD DIMENSIONS NOT EXPLICITLY SPECIFIED ON THE DRAWING.
        ALL NOTES AND DIMENSIONAL REQUIREMENTS SPECIFIED ON THE DRAWING ARE OBLIGATORY.
3.     FINISH: CHEMICAL CONVERSION COATING (YELLOW) PER MIL-C-5541F, CLASS 1A (RoHs COMPLIED).
4.     PAINTING: PAINTED ON EXTERNAL SURFACES ONLY,OR IN ASSEMBLY WITH COVER.
4.1   ONE LAYER OF PRIMER.
4.2   PRIMER EPOXY COATING PER MIL-DTL-53022E, TYPE II, THICKNESS OF 1 LAYER OF 20-30mkm.
4.3   TOP COATING POLYURETHANE PER MIL-C-83286B, TYPE II, CLASS H, THICKNESS OF 2 LAYERS OF 45-60 mkm. 
        COLOR PER ORDER.
5.     APPROX WEIGHT- 300.0 grm.

REVISIONS

REV. ECO DESCRIPTION DATE APPROVED

1.00 EC18000050 RTP 05/06/2018 DROR S.

TECHAYA LTD.
WWW.TECHAYA.COM
TEL: +972-4-6377741
FAX:+972-4-6377761
P.O.B. 1500 PARDES HANNA,
37100, ISRAEL
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TITLE:
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WEIGHT:
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CHK'D

APPV'D

UNLESS OTHERWISE SPECIFIED, 
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FINISH:

NAME SIGNATUREDATE

MATERIAL:

DO NOT SCALE DRAWING

FILE NAME: \\192.168.1.250\Techaya Documents\Mechanical\PROJECTS SW\8P\MODEL\1-8P-000-icd

6/5/2018

TOLERANCES (PER ISO 2768 (DIN7168),
UNLESSS OTHERWISE SPECIFIED):
- LINEAR DIMENSIONS: CLASS F
- ANGULAR DIMENSIONS: CLASS M
- GEOMETRICAL TOLERANCES: CLASS K
- HOLES & OPENINGS DIMENSIONS: H12
- SHAFTS & EXTERNAL DIMENSIONS: h12

DEBURR & SHARP EDGES 0.2X45

NOMINAL DIMENSIONS AND 
GEOMETRY ARE ACCORDING 
TO MODEL FILE.

THIS DOCUMENT SHALL NOT 
BE REPRODUCED, NOR 
SHALL THE INFORMATION 
CONTAINED HEREIN BE 
USED BY OR DISCLOSED TO 
OTHERS EXCEPT AS 
EXPRESSLY AUTHORIZED IN 
WRITING BY TECHAYA LTD.
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